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Essential characteristics Performance
Harmonised technical 

specification

Hydraulic road binders (subfamilies) constituents and composition HRB E 4

Compressive strength E 4

Initial setting time Pass

Fineness Pass

Soundness - maximal expansion Pass

 Sulfates content Pass

8.

Braine-l’Alleud, 01/10/2021

Name and contact address of the manufacturer :

S.A. Cimenteries CBR Cementbedrijven N.V., Parc de l’Alliance - Boulevard de France 3 – 5, 1420 Braine-l’Alleud

System of assessment and verification of constancy of performance :

System 2+

Harmonised standard :

NBN EN 13282-1:2013

Notified product certification body :

Notified factory production control certification body BE-CERT No. 0965 performed the initial inspection of the 

manufacturing plant and of factory production control and the continuous surveillance, assessment and evaluation of 

factory production control under system 2+ and issued the certificate of conformity of the factory production control. 

0965-CPR-HRB 236

Declared performance :

CB-R50

DECLARATION OF PERFORMANCE

Nr. 0965-CPR-HRB 236

Unique identification code of the product-type : 

Rapid hardening hydraulic road binders

 NBN EN 13282-1:2013 - HRB E 4

Intended use :

Treatment of materials for bases, sub-bases, capping layers and earthworks roads, railways, airports and other types 

of infrastructures.

B-1420 Braine-l’Alleud - Belgium Signed on behalf of the manufacturer :

Tel : + 32 2 678 35 10

Fax : + 32 2 675 23 91

ta@cbr.be

www.cbr.be Serge Montagne

 Director Technical Operations

HeidelbergCement Benelux 

NBN EN 13282-1:2013

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 7. This declaration of 

performance,  following the Regulation CPR (EU) Nr. 305/2011, is issued under the sole responsibility of the manufacturer identified in 

point 3. 

CBR
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Parc de l’Alliance
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